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600mm Wide Aldercourse GRA / DPC

Sand Blinding

Aldercourse Excel HY-Grip
Cavity Tray

Alderprufe Membrane

Aldervent Geo-Grid 25

Gastite Compound150mm

External cavity wall

Weephole

Aldercourse 
Excel HY-Grip 
Cavity Tray

Alderprufe MR50

Alderprufe MR50

Aldercourse GRA

Reinforced concrete structure

Backerboard protection board

Alderprufe Membrane
Aldercourse GRA
DPC laid with Masonry

Gastite Compound

150mm

150mm

Alderprufe Membrane

TTaannkkiinngg  DDeettaaiill
Edge  Detail

CCllooaakk  DDeettaaiill
Steel  Column  Base

Fully Supported Ground Slab
Edge Detail

Internal Wall Detaill

Alderprufe GRA Gas Barrier membrane

Alderseal gastite Mastic to reinforcement

Geo-Void 100/80 Channel

Aldercourse GRA 
Gas BarrierDPC

Aldervent 
Ground level 

Vent Unit

Alderprufe MR50

Backerboard 
501A 3mmAlderprufe External

Waterstop

Concrete Blinding

Alderprufe MR50

Backerboard 501A 3mm

Aldercourse GRA Gas Barrier DPC

For further information on Aldervent Systems - see separate, respective data  sheets
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Alderprufe
GRA, MR50, MR

Reinforced Concrete Raft

Aldercourse GRA
Heat Bonded to Toe

Ground Level Vent Box

Alderprufe GRA

GeoTex 300PP Protection Mat

Sand Blinding

Aldervent Geo-Void Blanket

15
0m

m

Raft Detail

Pre-formed Pipe Collar
Standard Detail

Alderprufe MR50
Standard Detail

Alderprufe MR50
Backerboard 
501A 3mm

Aldercourse 
Pre Formed 
Pipe Collar

Alderproof MR50 
reinforcing strip

Fibre angle fillet

Concrete Blinding

Alderprufe MR50

Backerboard 501A 3mm
Alderprufe GTI Gas 
Barrier Membrane

Alderprufe MR50 applied 
to primed surface, protected
with 3mm Backerboard 501A.

Alderprufe
GRA, MR50, MR

Aldercourse 
GRA

Alderprufe MR50 applied to
primed blockwork

Backerboard 501A 3mm 
protection board heat applied to
Alderprufe MR50

Alderprufe GRA Gas Barrier
Membrane laid on sand blinding
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Description:
A tying system for fixing the membrane to the
underside of concrete slabs when future 
subsidence of the prepared ground is 
anticipated.
Holdfast are rectangular pads with ‘T’ bars fixed
to the membrane at pre-determined centres.
Usually applied when piled foundation’s are
required. Fixed between piles either by fully
welding to the membrane or by application of
Gastite Compound. 

The concrete slab is cast over the laid 
membrane and Holdfast system. The concrete
displacing itself around the ‘T’ bar sections.
In the event of ground subsidence, the ‘T’ 
sections are fixed in the underside of the slab to
ensure the membrane remains fixed with no
possibility of failure due to rupture.

Dimensions:
175mm x 100mm x 20mm

Alderprufe Holdfast

Aldervent through
wall vent system

Alderprufe GRA
Standard Detail

Alderprufe MR50 taken up blockwork and
protected with Backerboard 501A 3mm

Alderprufe GTI 
Gas Barrier Membrane

Aldervent Geo Grid 450mm x
25mm x layed @ 3mtr c/s
nominal connected to
Aldervent collector Pipe set
600mm from ground beam to
accommodate pile caps. 

Aldervent ground level Vent Box 
440 x 450 x 220mm

Sleeve by others

Collector Pipe

600mm
Penetrations through membrane
sealed with pre-formed pipe collars

Gas Barrier
Edge Detail

Alderprufe GRA

Aldercourse GRA




